8-0"

MAX. POST SPACING

180" L

RAILING OVERHANG. MADE 48'-0"

FROM WELDING A 1'/4" ¢ PIPE

1<
TO A 2" ¢ PIPE AS SHOWN MAX. LAMP STANDARD SPACING

!
IN "WELDED CLAMP DETAI" |
o —— i é ‘ %
3-0 : \ 2" LINE
MAX. ‘ POST (TYP.)
2" ¢ OVER-
HANG POST ; |
STRETCHER BAR
ass
BAR BAND
LV/a" ¢ CAP ON A CHAIN LINK
ENDS OF HANDRA\L\ FABRIC *9 GAGE.
2" MESH
= Q% FENCING
: i
é 1/4" & HANDRAIL
< g
2
| |
WELDED \/
CLAMP —
2 WAY CLAMP

TOP OF DECK

1" CL.

BOTTOM OF MESH

AT LAMP STANDARD

ELEVATION OF

oo
RIS

3'-0" MAX. 8'-0"
MAX. POST SPA.
WELDED CLAMP

s

STRETCHER BAR

2" ¢ OVERHANG POST

BOTTOM OF MESH

AT _EXPANSION JOINT

FENCE

14" ¢ RAIL
END CASTING

2" ¢ END POST

3,

2" ¢
OVERHANG
POST

2" ¢ LINE POST

GRIND RAIL TO (2%" 0.D.)

REQ'D RADIUS

WELD 14" x Yo" x 2"
LONG LUG TO POSTS

14" ¢ RAIL

WELDED CLAMP *2 WAY CLAMP

(EXCEPT FOR TOP RAIL
OF 6'-0" HIGH FENCE.)

PLAN OF RAILING

NOTE: PLACE ALL NUTS ON
OUTSIDE OF FENCE.

3%" x 1'/4" CARRIAGE
BOLT (TYP.)

%" ¢ HILTIRIVET

2" ¢ END POST

14" ¢ RAIL

\4 RAIL END CASTING

END CLAMP

% ALTERNATE BOULEVARD 2-WAY CLAMP
MAY BE USED WHEN THE POST IS EITHER
BOLTED TO THE 3',"¢ PIPE SLEEVE OR
DIRECTLY WELDED TO THE BASE PLATE.

PLACE ORNAMENTAL TOP
WITH SET SCREW OR BOLT

LINE POST CAP

L-11/," ¢ RAILS

1/4" & HANDRAIL

2" ¢ LINE POST (TYP)

14" ¢ CAP AT ALL
ENDS_OF HANDRAIL.

USE %" SET SCREW.X

" ¢ HOLE 2"

g &

=7
I

o

=

BAR

6" x 1/, x V/g" \
N
~

1'/2" ¢ HANDRAIL

¥%" CARRIAGE BOLT
WITH LOCK WASHER

GRIND ELBOW
TO REQ'D RADIUS

To

N4

:

T

£l
T

2" ¢ POST

GRIND COUPLING
" T0 REQ'D RADIUS
%" x 1'/4" CARRIAGE
BOLT (TYP.)

Y ¢ - 90° ¥4" PIPE COUPLING
STREET ELBOW
gn
1" ¢ GALV. ;
STEEL PIPE 4 DRILL %e" ¢ HOLES FOR

SLEEVE ;.

B
34" CARRIAGE BOLTS
/7
/
=

HAN

-

‘ 3
. N\
1/2" ¢ HANDRAIL

SPLICE DETAIL

DRAIL DETAILS

PEDESTRIAN OVERPASS
DETAILS
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